





The DigiPoS Retail Active

The Specification

PROCESSOR Intel® Celeron® D, Pentium Dual Core, Core2 Duo options available
MAIN MEMORY 2 x 240-pin DDR2 667/800MHz DIMM sockets, 4GB Max

FSB 800/533 MHz

CHIPSET 945GC

VIDEO VGA D-Sub or DVI

GRAPHICS Intel GMA 3150

ETHERNET 1GB LAN Auto Sensing

AUDIO HD Audio

AUDIO OUTPUT 1 x line-in 1 x line-out 1 x mic-in

HDD 1 x 3.5” (2 x 2.5” SATA optional)

DVD /CD-ROM 1 x slim type (optional)

FLASH MEMORY 1 x Compact Flash Type I/ll socket (optional)

SERIAL 4 x Selectable Powered RS232, 2 x Non-Powered Serial, 1 x Parallel Port
usB 2 x standard USB 2.0, 1 x 24v PUSB, 2 x 12v PUSB

PS/2 K/B and Mouse

DC OUTPUT 1 Hosiden 24V

CASH DRAWER 1 (12V/24V Jumper) RJ11

DC INPUT 1 x 24V (Neutrik)

EXPANSION 1 XPCI

POWER ADAPTER 200W 24V 8.3A (Fanless)

DIMENSION (W x D x H) 293mm x 310mm x 90mm , 11.5” x 12.25” x 3.5”
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COMPLIANT STANDARDS
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